
 
      Technical Sheet                  
 

Article T5996  Custom code 51111900 

     
Composition 100% WO   LEGGE 883/73 

     

Weight gr/mtl 560 gr/mq400  UNI 5114 
     

Usable Width cm 140 Total width cm 0  
     

Piece Length MT 50    
     

Vertical Repeat in Cm   0  
Horizontal Repeat in Cm  0  

    

    

  PHYSICAL AND MECHANICAL CHARACTERISTICS TEST METHODS 

Pilling  4/5  ISO 12945-2 
     

Abrasion resistance  >40000  ISO 12947-2 
     

Sigaret test  PASS  EN 1021/1 
     

Match test  PASS  EN 1021/2 
     

English fire norm   PASS  BS 5852 ( CRIB 5 ) 
     

DIN fire norm    DIN 4102 
     

  Warp Weft  

Tearing strenght    UNI EN ISO 13937-3 
     

Tensile strenght    UNI EN ISO 13934-1 
     

  Weft / Warp Warp / Weft  

Seam slippage  >200N >200N ISO 13936-1 
     

Seam slippage mm    ISO 13936-2 
    

    

    

  COLOUR FASTNESS TEST METHODS 

Light  4/5  ISO 105 B02 
     

Dry rubbing  4/5  ISO 105 X12 
     

Wet rubbing  4  ISO 105 X12 
     

Dry cleaning  4  ISO 105 D01 
     

     

 
Care Instructions 

 
Notes and features details 
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